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1. Windows Driver Installation

Ie]
=

Double click the icon as above, CrVersetup.exe

Following is the welcome screen:

Click “next” (see the following picture)

ﬁ_’:’;l Setup - 58mm Thermal Printer Drive Iglglﬂ

Welcome to the 58mm Thermal Printer
Driver Setup Wizard

This will install 58rmm Therrmal Printer Driver on your computer.

It is recommended that you close all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

[ Mext = ] Cancel

Please read the license agreement carefully and then choose “I accept the

agreement”. (See the following picture)
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I@ Setup - 58mm Thermal Printer Driver

License Agreement
Please read the following important information before continuing.

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

SOFTWARE LICENSE AGREEMENT -

(A
IMPORTANT - PLEASE READ CAREFULLY! The software you are about to download —

will be licensed to you, the licensee, on the condition that you agree with us to the
terms and conditions set forth in this legal agreement. PLEASE READ THIS
AGREEMENT CAREFULLY. YOU WILL BE BOUND BY THE TERMS OF THIS

| AGREEMENT IF YOU INSTALL, DOWNLOAD, COPY, OR OTHERWISE USE THE
SOFTWARE. If you do not agree to the terms contained in this agreement, please
do not install or download the software. Please record the date of download in
order to activate the limited ninety (90) day warranty (see below).

© 1 accept the agreement. | ‘

| <Bak~| Mext> ]l[ Cancel |

The driver default(recommended) installed in C specific folder, if the user hope to

(' 1do not accept the agreement

change the installation path, please click “ Browse...” and choose the destination

folder, then click “Next”. (See the following picture)

ﬁl Setup - 58mm Thermal Printer Driver e

Select Destination Location
Where should 58mm Thermal Printer Driver be installed?

| } Setup will install 58mm Thermal Printer Driver into the following folder.

ontinue, click Mext. If you would like to s different folder, click Browse.
C:\Program Files (x86)}4,58mm Thermal Printer Driver Browse. ..

At least 8.2 MB of free disk space is reguired.

Click “Install.” (See the following picture).
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15 Setup - 58mm Thermal Printer Drive

Ready to Install

Setup is now ready to begin instaling 58mm Thermal Printer Driver on your
computer.

Click Install to continue with the installation, or click Back if you want to review or
change any settings.

Destination location: -
C:\Program Files (x86)\58rmm Thermal Printer Driver

After it, please wait for minutes, when the pending installation is completed that
would appears the above information, which means the setting is successful, then

click “ok”. (See the following picture)

S8InstallMFC LX)

58mm Printer Printer was created successfully

(ﬁﬁfﬁ

After it, please wait for minutes, when the pending installation is completed that
would appears the above information, which means the setting is successful, then

click “ok”. (see the following picture)
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15 Setup - 58mm Thermal Printer Driver e=Jl0 )
L ——

Completing the 58mm Thermal Printer
Driver Setup Wizard

Setup has finished instaling 8mm Thermal Printer Driver on
your computer.

Click Finish to exit Setup.

Click “Finish” to exist the setup.

2. Setup and test the printer
2.1 Setting printer property

Documents

_.' Getting Started

o Pictures
kb% Snipping Tool

Music
Q Windows Media Center

Games
Calculator

Computer
Sticky Notes

k(\) Remote Desktop Connection
¥ 3 :
: Devices and Printers

\% Magnifier
0 Default Programs

@ Microsoft Office Access 2007

» Al Programs

Control Panel

Help and Support
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Click “Start” menu, then find and click “Devices and Printers” as above. (See the

following picture).

See what's printing .
Set as default printer

Printing preferences

| Printer properties I

Create shortcut

# Remove device

Troubleshoot

Properties

Right click “58mm Printer” and choose “Printer Properties” that would appear

following picture:

Security I Device Settings
General | Sharing I Ports Advanced I Color Management

'y
-

Location:

Comment:

Model:

Features

Color: Mo Paper available:

Double-sided: Mo Printer 58(48) x 3276 mm
Staple: No

Speed: Unknown

Maximurn resclution: 203 dpi

Preferences... Print Test Page
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In 58mm Printer Properties, please find “General” option, the user could

configure the communication interface of printer, such as serial, parallel, USB, and

also could set the paper size etc. When the setting is finished, the user could print the

test page.
The AS58U printer you have is an USB interface, so the 58mm printer needs to map

to one of the USB ports, not the COM port, neither LPT port, please follow the next

section to continue the configuration.

2.2 USB Port Configuration

In "58mm Printer Properties”, please go to "Ports" tab to setup the USB

communication interface between printer and computer. Such as the

following diagram:
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section to continue the configuration.
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General l Sharing

% 58mm Printer

Print to the following port(s). Documents will print to the first free
checked port.

Port ipti Printer

] coms:
[] coma:

N\ :
’ | Delete%( i i Configure Port...

|| Enable bidirectional support
[_]Enable printer pooling

Choose the available USB port, such as the one shown in above and then click

“Apply” to complete the configuration of USB port.

2.3 °rint test page

When the configuration of communication port is finished, the user could print
the test page.
Return to the “General” option in “58mm Printer Prosperities”, such as the

following picture:
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Security | Device Settings
General | Sharing I Ports Advanced I Color Management

S

Location:

Comment:

Model:

Features

Colon Mo Paper available:

Double-sided: Mo Printer 58(48) x 3276 mm
Staple: Mo

Speed: Unknown

Maximum resclution: 203 dpi

Preferences... |E Print Test Page S

\_/

ok [ Goos ][ oy |

Click “Print Test Page”, if the printer has connected to the computer and the
configuration of communication port is correct, the printer would execute the print

command, then print the test page.

2.4 Other properties and functions setting

The user also could set up the cash drawer operation, please find following

instructions:
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I Device Seiti
Sharing | Ports I

| S58mm Printer|

Location:

Comment:

Model:

Features

Coler: Mo Paper available:

Double-sided: Mo Printer 53{48) x 3276 mm
Staple: No

Speed: Unknown

Maximum resclution: 203 dpi

Preferences... J Print Test Page

Layout(’| Paper/Quality

Orientation:

‘ B Portrait W |

Page Order:

‘ Front to Back W |

Page Format

Pages per Sheet

[] Draw Borders

ok [ G || om

10
Email: support@arkscan.com . .~Jse visit www.arkscan.com for product updates.



jatam
Text Box
10


ARKSCAN THERMAL RECEIPT PRINTER!! ARKSCAN, LLC

Layout | Paper/Quality

Tray Selection

Paper Source: l Automatically Select

Media: e 0 Cash Drawer

No Cash Drawer
Cash Drawer Before Printing
~sash Drawer After Printing

Advanced...

Cash Drawer Setting:

NO Cash Drawer.
Cash Drawer Before Printing.

Cash Drawer After Printing.
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